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REAR WHEEL MOUNTING

xTechnical details

Motor type | Brushless direct drive Magnet width | 40 mm
Output range | 250 - 6000 Watt Poles | 46 pair
Voltage range | 48 - 96 Volt Hall sensors | 3 x Honeywell
Maximal Amp | 90 Amp Bearings | NSKindustrial
RPM/V | 10 Sealings | Yes
Torque | 115-150Nm Motor phase plug | 3xXT150
Efficiency | 88% Hall sensor plug | Mini XLR 5 pin
Weight | 9kg Temperature sensor | Yes
Drop out | 140 mm
Disc brake mounting | Yes
Sprocket gear | Freewheel mounting ALSO AVAILABLE WITH RIM & SPOKES
Front or rear wheel | Rear wheel Spokes | SAPIM 12G INOX (size = 2,6 mm)
Controller type | Sensorless & sensored controllers Rim | EXALEX2520/26" extra wide rim N
Rim sizes | 20" & 26" AVAILABLE WITH
/S— RIM & SPOKES
96V (C € (EMC

ORDER ONLINE

Crown (T80

Makes you want to drive electric
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A Measurements
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A, Test results
Crown (T80
3 v I P1 M N P2 Eff
Omschrijving
(V) (A) (W) (N.m) (rpm) (W) (%)
Unload 72,34 2,945 2131 04 6493 29,91 14,0
Max-Eff 7233 27,02 1954 286 5723 1715 87,7
MaxP-out | 71,71 90,01 6454 91,9 431,0 4146 64,2
Max-Torque | 6888 96,48 6742 131,0 785 1076 16,0
End 68,88 96,48 6742 131,0 78,5 1076 16,0

A, Speed table

Max. permitted speed
W36v 4gv W72V W72V confirm European Norm (27 km/h)
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